BRAND,) SAFWAY.

CONSTRUCTION
ELEVATORS

World-Class Vertical Access Solutions.

For construction, maintenance and renovation projects across North America,
BrandSafway has the construction elevator experience and expertise you need.
You’ll save time and money with our turnkey solutions, including:

> In-house engineering

> Application-specific design

> Project and field management

> Ongoing service, maintenance and testing

> Fast, local service and support

With the largest rental fleet in North
America and an extensive branch network,
BrandSafway is your partner for world-class
vertical access solutions.
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» CONSTRUCTION ELEVATORS

BrandSafway offers rack-and-pinion construction elevators for both
commercial construction and industrial sites with a wide capacity range to
fit the needs of your project. Our equipment is offered as a turnkey solution,
from engineered drawings to complete installation, including landing gates,
drop test and all maintenance required during the rental period.

Construction elevator models available for every need:

Compact:
> Capacity: Up to 2,000 Ib
> Inside Dimensions (L x W x H): 3’5" x 6'4” x 6’8”
> Speed: Up to 40 ft per min

Standard:
> Capacity: Up to 7,000 Ib
> Inside Dimensions (L x W x H): 12°9” x 5’ x 7°6”
> Speed: Up to 175 ft per min
Performance:
> Capacity: Up to 7,000 Ib
> Inside Dimensions (L x W x H): 4'11.75” x 14’5” x 8’6"
> Speed: Up to 300 ft per min

Jumbo:
> Capacity: Up t0 12,000 Ib
> Inside Dimensions (L x W x H): 20’1” x 8'2” x 11’
> Larger dimensions available
> Speed: Up to 300 ft per min

Industrial XP:

> Explosion-proof elevators for use on industrial sites
> Capacity: Up to 6,000 Ib

> Speed: Up to 175 ft per min

> Inside Dimensions (L x W x H): 12°1.5” x 411" x 8’2"
> Larger dimensions available
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